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Executive Summary

This report shows the results of the analysis advwaare and software for hierarchical and
distributed model predictive control (HD-MPC). Téeftware and hardware needed to implemgnt
HD-MPC in industrial systems is almost the samargsindustrial Distributed Control System
(DCS). Also, HD-MPC techniques can be used iredgit applications, such as temperature
control in large buildings, which require differdethnologies like sensor networks. Thus, thig
report is focused on the requirements, software hJemdware needed for industrial HD-MPC
applications and also in those required in HD-MRGeda on sensor networks.

On the industrial applications side, a number ahewercial industrial control solutions have begn
considered (Invensys, Honeywell, ABB, Schneidereiretcanique, Siemens and Telvent), whigh
constitute a good sample of the whole offer. Thstems are reviewed from the point of view of
the requirements of a truly distributed controlteys. Thus, general, visualization and
communications requirements and how each systerfutfdinthem are discussed. Concerning the
communications requirements, the special redunaetmtork topologies used in industrial DCS
are reviewed and also the possibility of havindgedént communication systems for those remqte
locations in which no other means of connectintheonet is available.

Wireless sensors (often called motes) can haveginocomputing power to implement predicti
control algorithms for typical industrial processesl also have very good networking capabilifies.
The advantages and challenges of designing wirekssor networks for industrial applications
are reviewed together with the main standards gedating systems used in those networks. Jome
hardware platforms are also reviewed.

Another alternative to implement distributed MP@emes is based on wireless sensor netwovwgs.

The conclusions of this report is that truly distiied control systems must pay attention to a
number of essential features that include homogeneisualization systems, the possibility to
extend the control system to all the levels oftibsiness structure, a high degree of data
availability, and a safe, redundant and easy totaia network infrastructure. HD-MPC will dg|
well on modern industrial DCS, as most of themrofigen interfaces (like OPC) to access fielc
data from third party software. Also, for some agions, HD-MPC can also be implemented
over a mote network, provided that some modificegiooncerning the interface to industrial
instrumentation are solved.
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Introduction

This report shows the results of the analysis ofiware and software for hierarchical and
distributed model predictive control (HD-MPC). MddrRredictive Control techniques were
focused from their beginning on industrial contegplications, where their ability to
handle multivariable processes and constraintsbleas very appreciated. The software
and hardware needed to implement HD-MPC in indaissiystems are almost the same as
the ones used in any industrial Distributed Con8gétem (DCS). HD-MPC techniques
can also be used in different applications in ogemtors, such as temperature control in
large buildings, requiring different technologidselsensor networks. Thus, this report will
be focused on software and hardware requirementeslede for industrial HD-MPC
applications and on those required in HD-MPC basedensor networks.

On the industrial application side, a number of nwrcial industrial control solutions
have been considered, which are a good sampleeokxisting commercial solutions.
Among the largest and most ambitious platformstesys from Invensys, Honeywell and
ABB will be reviewed. These systems share a nurab&atures like proprietary hardware
for control and visualization, the ability to intece with third party hardware or even to
integrate whole third party DCS into its own systefhey have also been targeted as
production control systems (Manufacturing ExecutiSgstems,MES or Enterprise
Control SystemECS whereas smaller systems are to be considered C$rocess
control only. Furthermore, their network topologgge much more complex than those of
the smaller systems. Among these smaller systeome like the Siemens, Schneider-
Telemecanique or Telvent ones will be reviewed. eseh systems have the classical
structure of a DCS and have a scalable designctratevolve from smaller applications
based on a unique personal computer to larger tligtyibuted control applications. Their
network topologies can also be very simple or nommplex but with simple and effective
redundancy systems.

Traditionally some form of wired medium is usedctinnect sensors to the field control
units and to computers. This is the best choiceneher possible and affordable. However,
there are some situations in which a fully wiredtcol system is not possible or cost
effective. The number of sensors can be too latgey can be located at places
unreachable by cable, or their mobility is requifed). as a mean of collecting data from a
large space with few sensors). In these situatéoméreless sensor can be better than a
conventional wired one. Existing wired sensors loametrofitted with wireless transducers
to make them cable free, although they still usertaal point to point connection to the
field control unit. A more ambitious approach wbk the use of purely wireless sensors
(often called mote) that can be deployed to craatéreless sensor network in which every
sensor module is composed of a microcontroller plugreless network interface. These
wireless sensors will run a simple but effectiveergping system with real time
characteristics and establish connections amongsélees or with gateway devices that
allow the exchange of information with control arjgorate networks (see Figure 1). These
wireless sensors must be cheap and energy effibignvith sufficient computing power
and hardware flexibility. The network specificatidar an industrial wireless sensor
network must have certain features like flexibled eadaptive topology, self healing
capabilities and different safety levels againstuisions and data theft. In this report, the
requisites and features of industrial wireless sensetworks together with some
representative hardware and software platformsesiewed.
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This document also analyzes different long distasoenmunication systems. It is

important for the HD-MPC Project to consider thipe of communication system because
some of the project application cases, such asntter capture system, the irrigation
system or the hydropower valley, need long-distaxaremunications.

Sy l Remote
Server
(. ﬁ =
FE %
with
MoteView
Figure 1

1 Industrial Control Systems for HD-MPC application s

In the following, some industrial control solutiondl be reviewed. First of all, the main
requirements for a truly distributed control apgtion will be shown. These requirements
have been grouped into general issues, visualizato communications requirements.

The first general requirement for a distributed tominsystem is related to the global
dimension of the system. The control system musalide to handle a large number of
plants or process stations. Furthermore, for edaht jor process, the system must be able
to cope with a number of signals and variables thay also be large. Although remote
stations are fairly autonomous, they usually haveotrol centre that must be able to
integrate the information of the whole system, atgb operate with any of the remote
stations in real time. The DCS installed in the e&rstations must not be the same in all
of them. Because of the economical costs of haaingique control solution for all the
remote stations, the system must be able to ineegvith older or different DCS. Finally,
a modern global distributed control system mustbke to interface with an Enterprise
Resource Planning (ERP) system like SAP ERP toublg integrated in the industrial
production structure.

Secondly, the requirements on visualizations feraéntralized control center of a modern
DCS are generally satisfied with a large video-walbne or more large displays (like the
one shown in Figure 2). These displays show as nmfohmation as possible with data
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coming from any of the remote stations or systefiwswe packages. Although is not
usual, remote operation of any of the stations ftbencentral control center must be taken
into account.

Figure 2

A very important group of requirements is related safety in communications and
interfaces provided for third party control soft@aiThe intranet of every remote station
must be fault-tolerant with a balance in redundadegree/economical costs. Different
network topologies can be chosen, as will be regtvater on in this report. Nowadays
communications bandwidth is less an issue, butatuikl be possible to establish a priority
in network access in function of the relevance e tata to be transmitted. It is very
important for a modern DCS to be able to excharage @ith other software in an easy and
standard manner. Among the different protocols, enodCS must support the most usual
OPC interfaces (data access, events and alarnsis@msand batch processes). This is very
important in the planned HD-MPC applications, as ewmmercial DCS has such
predictive controllers implemented as native ordilg components.

Besides the intranet communications, a truly disted control system must have safe
communications between each remote station andwateahe centralized control center.
Simple but unreliable and unsafe communications lmarestablished over the Internet.
Safety requirements demand more, and thus, VimRralate Networks (VPN) can be
considered. Through these networks, the DCS cahaexge data and, also, other services
like video or voice over IP can be used. The acte#isese networks can be made through
standard networks connections, but often, in rengetegraphical locations, the use of a
standard connection will be impossible or very ewgdee due to new cabling, etc... In
these cases, alternate communication systems,talfitesdinks, must be used and the
limited bandwidth of these links must be taken imacount to establish priorities in
network access.

Summing up, the main requirements for a modern Bf@hown in the following table:
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Table 1

From all the available commercial systems, theofeihgs will be considered:

- InFusion (INVENSYS).

- Experion (HONEY-WELL).

- System 800xA (ABB).

- Vijeo (SCHNEIDER — TELEMECANIQUE).
- WIinCC (SIEMENS).

- OASyYS DNA (Telvent).

The first three systems are the most ambitiousha number of functions and scope.
InFusion is an ECS that it is closely coupled wiitiensys DCS-only I/A series, but it is
included here because it packs most of the advafemdres of the Invensys control
solution. Vijeo, WinCC and OASyS DNA are scalabted dlexible systems that can be
used for small to large systems but lack some@fdéhtures of the first three solutions.

In the following, all the systems will be reviewednsidering the degree of fulfillment of
each of the previous requirements.
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1.1 General requirements

1.1.1 InFusion (INVENSYS)

Invensys has two separate groups of control saistioamely DCS (Distributed Control
System) solutions and ECS (Enterprise Control &yssolutions. The DCS are I/A Series,
which is targeted for medium and large plants, 0iSaries, the latter focused on small
installations or networks of geographically disgersmall stations. The ECS is named
InFusion [1,2,3,4,5,6] and its main function isimtegrate all the information of the DCS
of the remote stations and distribute it along ¢heerprise structure, so that the visibility
level between operation and business centers igedsed. It is the responsible of
computing production data in the form of Key Pariance Indicators (KPI) that can be
used to take decisions about production Schedile.rémote stations data is presented in
real time. Supervision is possible as well as dpmraof the remote stations from the
control center. All of these functions are focusedincreasing production based on an
unified collaborative environment.

One of the key points of InFusion is the assetnogation, extending feedback control
from plant to business centers. Also, it can begrdted with standard software from
Microsoft or SAP. This is possible because InFusiopports standard protocols like OPC
or ODBC.

InFusion can work with DCS of Invensys as well d@keo brands. In most cases, the
support for third party DCS is direct, but in thesndifficult cases a custom gateway must
be programmed to integrate all the DCS data in $idfu Each remote station can have a
different DCS, but InFusion will present the dataach station in a uniform way.

The InFusion architecture is shown in Figure 3is tomposed of a hierarchy of levels:
Redundant and fault tolerant control network (catséeld devices with DCS)
Safe control information network (connects the D@i#h other components of
InFusion).
Intra-Enterprise level network (Internet based mekithat connects InFusion with
other departments and software of the enterprise).
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1.1.2 Experion PKS (HONEYWELL)

Experion PKS (Process Knowledge System) [7,8,91102] is the control solution from
Honeywell that integrates the functions of a tiadiél DCS and an ECS. All the software
modules of Experion are designed following the gpltes of the ASM (Abnormal
Situation Management) Consortium. Moreover, an-&aickup task is always running, so
that a complete system can be recovered in lessahahour. Experion can work using
proprietary real time units (angle mounted to mazanits lifetime, see Figure 4) or use
third party units.

=

.
¥

¥
L

Figure 4

Experion design is based on well known industrygéads like OPC, FOUNDATION™
fieldbus, HART, Profibus, DeviceNet, LON, ControliNend Interbus. It can also be
integrated with SAP and other software like Micriv€office.

Some distinctive features are the inclusion of adehdased control package able to
achieve better performance than the traditional €&Btrollers, and a complete simulation
package that can simulate the control system i{S8N-C200) as well as the plant to be
controlled (Honeywell Shadow Plant). Experion alscdudes a specific video server that
is used to supply real time plants video to the DCS

Experion architecture can be considered a truliridiged system, in which a centralized
control center is used to integrate the data otisdwemote servers each dedicated to a
process. Communication between geographically digpeplants is made over a wide area
network (WAN) (see Figure 5).
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MASTER CONTROL CENTER

=Y

WIDE AREA NETWORK

SITE A SITE B SITEC

f‘“ﬂ' «s50A0 55500

Figure 5

Experion architecture is also based on a hieraofhgvels each of them built around a

network. These networks are:
- Local control network (LCN, for RTUs of system TD@®).
- Supervisory control network (for new generation BJ.U
- Advanced control network (advanced controllers, evidServer, simulation
packages, etc...).
- Enterprise network.

Figure 6 shows Experion architecture as well asiag components.
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1.1.3 System 800xA y ECS (ABB)

The DCS of ABB is named System 800xA [13,14,15,1B,k is a classical DCS without

MES or ECS functions. Furthermore, ABB has its oM&S called ECS (Enterprise

Connectivity Solution), designed to work togethethwSystem 800xA. ECS provides
integration with SAP and other ERP, as well asceffapplications. ECS has real time
access to plant data and plant databases through d@Rnections. ECS is designed to
integrate with System 800xA, but it can also inégrwith third party DCS (see Figure 7
and Figure 8).

System 800xA is a classic distributed control systehich can perform most of the typical
functions of these systems, such as:

Control and management of field devices.

Visualization

But also some other functions that can be perfornyea MES:
Production management / Asset optimization.
Decision support.

System 800xA is designed to be used with ABB peipry control hardware (Series 800
or Series 900), but can also be used with thirdypaardware as it has been designed to
provide support to well known standard protocdts Profibus, Fieldbus or HART.

ABB’s System 800xA architecture is rather less ptaxm than Invensys or Honeywell
solutions architectures, as it is a standalone b&&d on a safe control network which
servers and RTUs are connected to. RTUs, in tama,connected with field buses to
control devices. The control network can also beneated to a WAN using a gateway to
provide remote access using secure communicatimiognis. System 800xA architecture
Is shown in Figure 9.

ERP CRM SCM
T
SAP NetWeaver

._.‘ /s

) e ()
ABB & THIRD PARTY CONTROL
PLANT FLOOR SYSTEMS SYSTEMS, HISTORIANS & CPM

Figure 7
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1.1.4 Vijeo (SCHNEIDER-TELEMECANIQUE)

Vijeo [18,19,20] is a DCS focused on small and mediapplications but with a strong
emphasis on scalability which allows its implemépota in large systems. The main
components are:

— VIJEO CITECT: SCADA with a limited report generaticapability.

— VIJEO HISTORIAN: Module used to report generatioonfi data taken
from VIJEO CITECT. It is based on Microsoft SQL SHER and has an
interface to access ORACLE databases.

— AMPLA and META: Applications for MES functions andomputing
corporate indexes (KPI).

The Vijeo architecture is a client-server type. Healability of the system means that a
small installation can be made with just a compatad a Vijeo license, acting as client
and server at the same time. This is very apprprdnen just a RTU is required (see
Figure 10), or several RTUs but with just one semad several clients connected to it
through a LAN (Figure 11). For larger installatiptise architecture can be more complex
with clusters of servers that can be connectedi¢nts through a WAN (see Figure 12).
The scalability also means that one can start avgmall installation of Vijeo CITECT and
later on, if needed, evolve to a more complex gurtion.

i i’n— ¥

‘ Manager Client ‘ Manager Client ‘ mtemet Client

,f.-'.f.'r|t "

.r" _.:‘ .f
Display Client Display Cllent Display Ellent
LAN
Client Server
~+— (Reports, Trends, Alarms,
i 110, Internet Server)
-
_— L—
I i ‘d.q‘.-.- ] .._J....‘.-- Ty
o i1
1
_ j Al -ﬂ e o i
Figure 10

Page 15/74




HD-MPC ICT-223854 D6.1.1: Report on results of hard ware and software analysis I

‘ ? Display, Report,
~— Trend, Alarm, 1/0
o
\ ’

T e gt Py
|

i

Figure 11

Global Clients
Systems A+B

System A System A System B System B
Server Cluster Server Cluster Server Cluster Server Cluster
(Primary) (Standby) (Primary) (Standby)
Figure 12

The client-application means that there are differservers associated to different tasks.
These servers can communicate with other serveddients. There are servers for real
time data, alarms, trends and reports (See Fig8r¢ There a basically two types of
clients:

- Display client: can monitor (read) and actuate t@yrover a plant.

- Manager client: can monitor only.
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The flexibility of Vijeo architecture is evident wh some processes are repeated in an
installation. If this is the case, it is possilileconfigure a server for a process and replicate
it for the remaining processes. The clients willdide to access to one particular server or
to all of them at the same time (Figure 14).

Clients

EEgEPp

System A1 System A2 System A3
Server Cluster Server Cluster Server Cluster
(Frirmary) {Prirnary) (Primary

Figure 14

Other distinctive feature of Vijeo is the floatiigense scheme. This means that server or
clients offline do not need a license. The onlytrietson is that the number of online
servers or clients must match the number of licen$his is very convenient when some
servers are kept in standby as backup. Finallygovscripts can be programmed in its own
proprietary language called CICODE or in Citect VBAsual Basic for Applications).
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1.1.5 Siemens WinCC

WinCC [21,22] is a classical SCADA well known ingémeering schools and focused to
small and medium applications. The number of sugpopoints is enough for these
applications (up to 64000) but the number of suigabservers (either online or backup) is
limited to 12. The total number of clients is alsoited to 32.

Access to data in WIinCC is quite flexible, andirashany other modern SCADAs, there is
a web navigator, thin clients for accessing fromABCand the “Data Monitor” which
allows historian access from Internet Explorer oicigsoft Excel. These modules are
included in a client-server distributed architeetwhich is illustrated in Figure 15.

Cliente Cliente Cliente
WinCC WinCC Thin Dat@Monitor- Cliente Base de Cliente
SCADA Web Client Client Analisis datos OPC

a1 N I I
w’ w’ = s / 4 (4

LANl | | II — | | l
Bils 2l

Servidor WinCC I | |
SCADA | |
‘ l | LAN
Red de —— ' ' I

automatizacion e e
| | en WinCC | | I
T
[. | JUL | 1 I I 1 {F Bases de datos
remotas
Figure 15

One of the WinCC modules, “Industrial Data BridgsUpports connections with other
software packages (like MS Office) using OLE-DB @#&C-DA. An additional package,
named “Connectivity Pack”, allows the integratidddnCC with Enterprise management
software like SAP-ERP using OPC interfaces. OP@ altows the interface of WinCC
with MES systems (see Figure 16).
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Figure 16

Other software modules or features included in V@reCe:

-  WinBDE: computes production indexes (KPI), with gweotion increment and
shutdown events reduction as goals.

- Redundancy: availability is increased through retduncy

- ProAgent: failure and error diagnostics integrate8 TEP 7 and S7.

- Audit: tracks every operator action and changdbansystem.

- Totally Integrated Automation: everything is intaggd in WinCC, like
configuration and diagnostic of PLCs.

- Scripts can be programmed in Visual Basic or ANSI C

1.1.6 OASyS DNA

OASyS DNA is a SCADA from Telvent, and like its namsuggests, it is a Dynamic
Network of Applications (DNA). This means that méeki can be added, removed or
updated in real time, reducing data duplication exchanging data in real time.

The main components are the graphic interface (X@8)relational database management
system and the ability to integrate with third gaapplications. The purpose is to extend
real time data access from the plant to the otkepadments. Connectivity is guaranteed
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through the use of software standards: ODBC, OR®@,, SOAP, etc... This allows the
exchange of data with MS Office, Lotus, SAP, OraM& SQL, etc...

Since OASYS is based on network applications, lithitecture, named DistribuSys, is
purely distributed. Some of their features are:

Field devices from a DCS can be controlled froneo#dystem.

Backup systems can be defined for different DCS.

Real time data can be shared among different DCS

The logic architecture of the system\ is composed devels, separating the human-
machine interface, the logic used to present datee(prise logic) and the data itself. There
can be more levels associated to the enterprigt llegic. Each of these levels can work, if
necessary, in a different platform and can be ggblahd operated in an independent way.
This also improves the scalability of the systeiguFe 17 shows the OASyS architecture.
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InstEvent Historical DB
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RealTime DB

Figure 17
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1.2 Visualization requirements

1.2.1 Invensys

The visualization scheme of Invensys Infusion idthwpon two main components: the
Collaboration Wall and the Infusion View [3].

The Collaboration Wall is a 3 meter display (seguFé 18) where specific user

presentations can be projected. Moreover, the ghexjescreen can also be displayed on
conventional monitors and PDA devices. Everythihgttappears on the Collaboration
Wall can be recorded, annotated and shared byiatite in the system. The latter feature
is focused on transforming process graphics irtollaborative environment.

Figure 18

The Infusion View (see Figure 19), offers the tgbioptions and features that can be found
in any other SCADA (although Infusion is a MES, ngore than just a SCADA). Some of
these features are:
Hierarchical navigation, each system view can h@aeged into a detailed view of
each one of its subsystems.
Components and alarm libraries.
Real time data, historians and transactional datebe displayed in any device.
InFusion View Terminal: thin client for PDAs, TableC or bandwidth limited
Web browsers.
InFusion System Manager: Shows the status of fleldces and networks.
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Figure 19

1.2.2 Honeywell

The visualization and interaction with Experion n®stly made through the Experion

Station (see Figure 20). Console (ES-C) is the roamtrol console and can be extended
using Experion Station. Console Extension (ES-CEwa up to 4 work spaces in the

same console. Furthermore, the Experion Statior-HES-F) client application can be

used from any computer that has access to therserve

HMIWeb is Honeywell’s technology used to provide HMtcess from a web browser. It is
based on HTML (ActiveX, with optional integrateddeb) and it is used in the software of
Experion Station and also with Internet Exploreveft and alarm presentation follow
normalized formats (ASM and EEMUA).

Obviously, Experion Station includes all typicahferes, some of them can be highlighted:
Hierarchical navigation.
Integration of events originating in external ORSvers.
Report generation:
0 Alarms/events.
o0 Tag point attributes (invalid values, etc...).
o Event sequences.
o Formats compatible with Microsoft Excel, CSV anefiformat.
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eServer (see Figure 21and Figure 22) to allow cadeal access:
0 Internet Explorer can be used to access procegshigsa etc.... from

outside the system.
o Works with Windows CE.

Premium version also allows access from Interngi&®r to more advanced features such
as trend graphics, report generation, etc...

Figure 20
eServer CasualUsers Remote Casual Users
l! PR 11
| [ 1 o
Orin
Experion Experion
Server Server TPS
I _ | Il
Crrm =)
NIM | PLCG HG
|
“ = |
¢ i Hml
1]
Experion PKS TPS

Figure 21

Page 23/74




HD-MPC ICT-223854 D6.1.1: Report on results of hard ware and software analysis I

B

Homeywsll [

ESERVER

Figure 22

1.2.3 ABB

The visualization module of ABB, is the Process t&8orNavigation is intuitive and
presentation and report generation is tailoredatthespecific user. Thus, each presentation
has alarm and process displays as well as menudenuasd to each user. Moreover,
security levels can be assigned to each user,aattls possible to define what can be
displayed and where it can be accessed from. Fig8rehows an example of a typical
business user view, Figure 24 shows a maintenaeee and Figure 25 shows the typical
operator display.

Figure 23 Figure 24 Figure 25

Another feature is the capability of Process Pastahtegrating data from other SCADA
or business applications into the process grapdmck displays of system 800xA. It can
also integrate useful data such as production asdtaptimization data, security, etc...
Other applications can also be launched from tloedas Portal and commonly used file
types can be opened (See Figure 26 ). Thus, fraweBs Portal the user has access to:

- Office.
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Figure 26

Another important feature is the alarm managemiértas the usual options such as
alarm priority schemes or automatic hiding and rgrg of alarms at some special
moments, like plant starts and shutdowns. But @ls® focused on showing all the
available information to the operator so that tih@rma or emergency situation is
handled as quickly as possible. Thus, when theabpeselects an alarm, the following
information is presented:

Process graphics and trends.

Controller faceplate.

Detailed procedures to handle the situation (HTMEord or PDF format) (see
Figure 27).

Pop-up text windows and .wav or mp3 files can (aeyqdl.

SMS can be sent to cellular phones or paging systemd e-mails can be sent to
notify the alarm.
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Figure 27

Finally, ABB (like Honeywell and Invensys) also hpsoprietary visualization systems
tailored to system 800xA requirements (see Fige Zhe basic workstation of the
Extended Operator Workplace is a curved displagx@f.8 meters that can support up to
three 800xA clients (see Figure 28).

Figure 29 Figure 28

1.2.4 Schneider

The most distinctive features of Vijeo are theyfdiinctional visualization and the fact that
operation can be performed from a web client (segireé 30). Access to the HMI is
controlled by the operator login which, in turn,sha different user profiles (operator,
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management and engineering). Each object (procegsig, trend, etc.) has also been
assigned a privilege level.

Figure 30

Vijeo has an extensive graphic library and suppaigplay resolutions of up to 4096x4096
pixels in one or several displays. The configurai®based on objects (Genies and Super
Genies: objects grouped in a page or pop-up window)

The module for alarms and process trend visuatinas called Process Analyst (Figure
31). Having alarm and trends integrated in the samodule makes the analysis of alarm
causes easier and allows for a comparison of diftebatches, making the sequence of
events that caused the alarm easier to understand.

Lagialy = e @am M s et = Ty

Figure 31

Page 27/74




| HD-MPC ICT-223854 D6.1.1: Report on results of hard ware and software analysis I

The alarm timing has an accuracy of 1 ms. andpbisible to filter alarms depending on
their attributes. Furthermore, it guarantees tleaemnt alarms are always visible to the
operator.

Process Analyst can also be used to generate SRi5{i8al Process Control) graphics:
- Mean, range, standard deviation.
- Capacity plots.
- Pareto graphics.

Finally it is possible to show reports in Vijeo,this capabilities are quite limited (there is
an additional software package for this: Vijeo Hig&tn).

1.2.5 Siemens WinCC

The software module used to build the HMI displayaVinCC is the WIinCC Graphics
Designer. This software allows HMI displays of up32 layers and 4096x4096 pixels.
Library components and user defined objects caadded to these displays (see Figure 32
and Figure 33).

Figure 32
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Figure 33

The display in WIinCC is divided into a general zoaavork zone and a key zone. It also
has hierarchical navigation and specific displayselach user. The alarm indications can
be made by invoking an image of the component ocgss in which the event has
happened and external alarm devices can alsodgetdd.

The module for analyzing trends is the WIinCC Tr&uhtrol. It allows visualization of
trends and real time data and can perform statlsbjgerations over the historian data. The
configuration of the trend graphics can be caraeton-line.

1.2.6 OASYS

XOS is the HMI of OASYS, and it has a very simég@pearance to the Windows desktop:
- Tool bar in the upper zone.
- Status bar and alarm list in the lower zone.
- Main graphics in the center of the screen.

Geographical displays show the different componefitthe plant, with trend graphics,
video (if available) and database data in real tilA&arms can be acknowledged
individually or by groups and sound files can bsoasated to each alarm. Navigation is
hierarchical, with layers that hide unnecessargpit¥etvhich, in turn, can be revealed by
zooming into the object. The displays are designsthg Autocad and a proprietary
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software of Telvent that convert the Autocad drasinnto HMI graphics. The use of
Autocad, in spite of being more complex than otgephical editors, allows existing
engineering drawings to be reused. OASYS has idzavith specific components and the
configuration of the display is made with an editwait allows placing active content over
the Autocad screen and linking portions of the dngwio the real time database.

1.3 Communication requirements

One aspect that must be discussed before analymohgstrial DCS networks is the
network technology to be used. Network communicetion control systems have been
split traditionally into a plant network (usuallpa$ed on Ethernet), a control network and a
device network which was usually based on a field protocol. The actual trend is to
extend the Ethernet technology to all three netwddee Figure 34). Thus, the hardware
used in the networks of future control systems Ww# homogeneous throughout the
architecture of the network. The use of “officetheaologies over all networks results in a
faster network, although recovery from a failura ba slower.

e

/ / o\

>

Yesterday Today 2 Years

Technology: Ethernet ___ Control Bus —__ Device Bus

Figure 34

The bandwidth requirements must also be taken &ttmount. Real time units usually
require around 10 Kbps. However, communicationsvéen SCADAS need much more,
up to 2 Mbps. Additionally, guaranteed qualitysafvice (QoS) is necessary when other
applications such as voice over IP and video stimgmmust be supported in the virtual
network (VLAN) connecting all the SCADASs.

Another key point is network redundancy. Althougllundancy is expensive, redundant
networks are necessary and switching equipment reitker capabilities are preferred to
non routing capable switches. The topology of #@undant network will be chosen in

function of the number of computers and devicesneoted to it. The most usual

topologies are bus, ring, star and inverted trees.
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1.3.1 Invensys

Invensys SCADAs can be built around any networkology or technology, but it is
recommended to use Invensys’'s Mesh redundant netgme Figure 35). This is a
redundant network built with conventional Gigabith&net equipment. There is an
Invensys software to manage redundant connectiagngvary computer or device
connected to the Mesh. This software is based enRBTP (Rapid Spanning Tree
Protocol) protocol.

o
The Mesh Control Network

o
=
=

I I '

‘® i @ 4
_— .“

Fox(Com HARY -E BEOGD

Figure 35

The topology of the Mesh control network (and theygical layer) can be chosen in
function of some aspects such as cost, size afiehgork or existing hardware. Thus the
network topology can be a linear bus, a ring, a@tan inverted ring. The physical layer
can be chosen to be shielded or unshielded twisted or optic fiber cable.

The simplest case is the linear bus (see Figure B&is network is built around two

interconnected switches using Gigaethernet port$. equipment in the network is

connected to each switch using an Ethernet linkn# of the links for one of the switches
fails, the network will continue working using themaining link or switch.
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The linear bus topology is limited by the numbeawéilable ports at each switch and it is
the best choice when the amount of equipment is pobblem.

The next step in complexity is the ring topologw. this topology, the switches are
connected in a ring using Gigaethernet ports (sieeir& 37) and all equipment is

connected to two adjacent switches using redundarayagement software. Thus, if one
of the links fails, the network continues workingheut problems. A switch fail can also

be managed, changing the topology to a linear i RSTP protocol limits the number
of switches in the equipment to seven. This fagetoer with the number of ports of each
switch, limit the amount of equipment in this topgy.

Workstation [

Primary Root —

Gigabit Ethernet over = ww'ﬁ'

Fiber Uplink Ports
Backup Poot ——

' o

&-, 16-, 24-ports, or Largsr
Managed Switches

Control Processor

Figure 37
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A redundant star topology can be used when the atmoluequipment is high for ring
topology. This topology consists of two routerpamary switches with a great backplane
capacity and a number of secondary or edge swittliesare connected to them (see
Figure 38). The primary switches are connected rie another by two links. The
equipment will be connected to two of the edge dvas. A network with this topology
keeps working without problems even when a linla@witch, primary or edge, fails. The
maximum number of edge switches for each primarigcbwis 38, thus this topology is
adequate for medium or large networks.

When the size of the network is very large, thesited tree topology is the best option. In
this case, there are up to four layers of switqlsee Figure 39), so that each switch is
connected to two of the next layer. The first lajgecomposed of two primary switches
connected by a Gigaethernet link. The Gigaethdinks of the remaining switches are
connected to the switches that have the same @ositi the adjacent layers. The
equipment is connected to two of the switches efléist layer. This is the largest possible
network supported by the Mesh Control Network afeimsys. The maximum size is:
- 250 Switches.

1920 work stations.

Maximum recovery time of 1 second.

100 Mbps copper/fiber between the equipment andcbwand switch to switch

links of 1 Gbps. copper/fiber.

Gigabit Ethernet ower
— Fiber Uplink Ports.

) - | | Prirmary Root

e
Edge Switches Edge Switches
RN E | EECE |

e

s

Secondary Roct

8-, 16-, 24-port
or Langsr
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= Chassis Managecd

J:l' .I Control Procsssor Switches

-

Figure 38
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1.3.2 Honeywell

The proposal from Honeywell for a redundant netwierla Fault Tolerant Ethernet (FTE).

The main feature is that between each pair of ntdtee are four possible routes, thus it is
tolerant to multiple failures. The time requireddetect and recover a failure is less than
one second. Moreover, nodes without redundancyastugan be connected to the FTE.
Furthermore, the FTE is purely distributed withautnaster node and without duplication
of the data sent through the FTE. Transmissiondspaes 100 Mbps. over copper and 1
Gbps. over fiber.

The topology of the network consists of four redamdbuses each one connected to the
other, so that each one constitutes a level itighiarchy of the network:

- Level 1: Real time control (RTUs and other field/ides).

- Level 2: Supervisory control, human machine integfa

- Level 3: Advanced control (non critical control #ipations).

- Level 4: Plant level applications.

1.3.3 ABB

The redundant network of ABB is based on the saomeapts as other networks, but in
this case, redundancy and duplicity of resourcesxieeme (see Figure 40). Thus, in this
case:
- Not only network links are redundant, but also posaurces and even the CPUs of
each real time unit (see Figure 41).
- Both data network (Ethernet) and field buses ademdant.
- Input-output units are also redundant.
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Figure 41

1.3.4 Schneider Vijeo

In this case, redundancy is considered with dugdiclents, servers, etc... but also there is
a redundant network (see Figure 42). However, diiplin clients and servers implies
more licenses to buy. Redundant servers are inllsyamirroring the primary servers until
any of the primary servers fails. The redundanivogt is similar to the previous ones.
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1.3.5 WinCC

WinCC redundancy is based (like other fault tolersmiutions) on duplicate servers that
are connected through a redundant network. Thevasft module WinCC/Redundancy is
used to keep working in parallel two WinCC systemngwo coupled servers. When the
primary system fails, the secondary takes the pyimale. When the primary is repaired

both servers are synchronized (see Figure 43).
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1.3.6 OASYS

OASYyYS has a redundant dual network that behavasvasual single network. It tolerates

failure in any of its components. Switches are

mapeéd and two network interfaces are

installed on all the equipment. It uses a floatiRgaddresses scheme so that the IP of the
active server is assigned to the back-up one whenattive fails. It has monitoring
software that switches between active and backegupeent when the active does not

answer to monitoring messages. Large DCS

can atssased with redundant WAN

connections. Systems and data (historians, etc.n)oeaduplicated so that coherent and

reliable data is always available.
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1.4 Requirements summary

Invensys InFusion + Honeywell Experion ABB 800xA + ECS Schneider Vijeo Siemens WinCC elve nt OASyS DNA
I/A PKS
Able to handle large | The I/A SCADA of each | Limited to 15 servers for | Up to 60000 tags per | Apparently unlimited | Limited to 12 servers | Limits not available.
systems composed of plant can handle 150000 | each DCS and 40 | DCS. Apparently only | number of points, | (each one with up to

many large plants.

objects (up to 50000
with triple redundancy).

stations for each one. A
central control center
can be configured using

one server for each DCS
(single or redundant). Up
to 40 local clients plus

servers and clients.

64000 objects) and 32
clients.

Uniformance PHD, | 15 remote clients for
Uniformance Process | each DCS.
Studio and WorkCenter.
Integration of the Yes, using Infusion | Yes, its architecture is | Yes, it can connect to | Although data can be | It can connect to other | It is possible to share
information  of  the Access [4] (can access | focused to a set of | other Systems through | exchanged through OPC | SCADAs through OPC | data between different
remote plants in a | to virtually any | remote DCS and a | OPC, ODBC or | and ODBC, the | (Connectivity Pack). It | OASyS DCS and also
central control center. commercial DCS). central control center. proprietary  interfaces. | possibility of a central | lacks MES features. with third party DCS
Information can  be | control center is through OPC. Data can
exchanged among the | apparently not also be remotely
different DCS of each | considered. accessed from a web

remote plant.

client.

SAP or ERP | Yes, using OPC or | It can be integrated with | Yes, using ECS. Using | No. With Vijeo Historian | Yes, using OPC | Yes, also with other
connectivity. ODBC. SAP and Office. only 800xA integration is | it is possible to integrate | Connectivity Pack. It can | software like MS
limited to SAP PM (Plant | with ORACLE. be integrated with Office | Access, Lotus, Oracle,
Maintenance). It can be and MS SQL using | etc...
integrated with Office. Industrial Data Bridge.
Open and flexible Yes, it supports ODBC, | Supports OPC, Profibus, | Supports ABB’s | Apparently it can be | Focused to SIMATIC | MODBUS, OPC.
OPC, HART, | Fieldbus, DeviceNet, | propietary protocol, | connected only to | S505/S5/S7. Also OPC
PROFIBUS, MODBUS, | LON,ControlNet, OPC, Profibus, Fieldbus | Schneider equipments | and Profibus.
FDT and FieldBus. Interbus. and HART. or use OPC.
Can handle Video-Wall | Yes with Enterprise | Up to 4 displays (work | Workstations with up to | Conventional PCs with | Conventional PCs with | No.
or large multi-displays. Collaboration Wall and | spaces) at each | 6 displays combined | multi-display support | resolution of up to
InFusion View. | workstation. with 3 meters curved | and 4096x4096 pixels | 4096x4096 pixels
Proprietary I1A displays. resolution. (apparently without
workstations. multi-display support).
Able to operate any of Yes, using an I/A client | Yes, Experion has | Yes using remote clients | Only  through  OPC | Limited by the maximum | Yes.
the remote stations or InTouch (part of the | DCS+ECS of DCS 800xA. connectivity. number of servers and
from the central | wonderware suite). | functionalities. Also from clients (12/32 or 12/4).

control center with an
unified HMI.

Remote actuation is not
recommended.

WorkCenter.
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Invensys InFusion + Honeywell Experion ABB 800xA + ECS Schneider Vijeo Siemens WinCC elve nt OASyS DNA
I/A PKS

Network topologies. Switched Ethernet over | Switched Ethernet over | Ethernet over copper or | Switched Ethernet over | Ethernet over copper or | Switched Ethernet.
copper and fiber. Bus, | copper or fiber. Bus | fiber. Redundant bus | copper or fiber. Bus or | fiber. Bus topology.
ring, star and inverted | topology. topology. ring topology.
tree topologies.

Redundancy Redundant network | Fault Tolerant Ethernet | Different levels of | Fault Tolerant Ethernet | Dual servers, redundant | Redundant servers, links
called Mesh Control | (FTE) with dual | redundancy: redundant | (FTE) with dual | links. Software WinCC | and networks.
Network. All the possible | connections. buses, links, CPUs, | connections. Dual | Redundancy. Transparent to the user.
topologies are power sources, etc... servers and dual cluster
redundant.. servers.

OPC interfaces.

DA 1.0 and 2.04, HDA
1.0

AE, DA, HDA. There is
an OPC module to
bridge two DCS servers.

DA, AE and HDA.

DA 2.0.

DA, HDA, AE, XML (the
latter three Orly with

connectivity pack).

DA 2.0.
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2 Industrial Wireless Sensor Networks

Traditionally, industrial automation systems are piemented through wired
communications. The installation and maintenarastscof cabling many (possibly
distant) sensors impose restrictions on the maximumber of sensors that can be
installed in an industrial control application. \gss communication represents
therefore a major industrial challenge in the camyears. It offers numerous usages
and helps industry save operating costs as walinpsoving operational efficiency.
General-public wireless technologies (i.e., WIFtl &luetooth) may find their usage
limited in industrial installations because of Hermsnvironments, electromagnetic
compatibility and interference issues, safety aridrmation technology (IT) security
constraints, and battery autonomy. However, with tbcent advances in wireless
sensor networks (WSNs), the implementation of l@stcembedded industrial
automation systems has become feasible. In thestensy, wireless sensor nodes are
installed in industrial equipment and monitor paedens such as vibration,
temperature, pressure, and power quality. These afat then wirelessly transmitted
to a sink node that analyzes the data from eactoseWireless sensor networks have
some interesting characteristics such as self-aan and auto-configurable
topology, andad hocrouting concept. These properties promise subsidrgnefits in
terms of operating and maintenance costs of thenmugmcation infrastructure in
industrial installations. Also, the fact that thenmber of installed sensors can grow
may enable significant savings and reduce air-panifuemissions by optimizing the
management of industrial systems.

Challenges and design requirements in IndustriateM$s Sensor Networks as
outlined in[23,24] are:

a) The fundamental resources (energy, memory capaaity computing
capabilities) are constrained due to the limitegispdal sizes of sensors and
the dependence on batteries. Thus, a resourcéeaffidesign is necessary
maximizing network lifetime while providing the Qo8equired by the
application.

b) Dynamic topologies and harsh environmental conatiorThe topology and
connectivity of the network may vary due to linkdasensor-node failures.
Furthermore, sensors may also be subject to REanéace, highly caustic or
corrosive environments, dirt, etc... that may causdfunction of the sensor
nodes. To fight against this, network operation inlngsadaptive to cope with
dynamic/varying wireless-channel conditions in isighal environments and to
balance the tradeoffs among resources, accuradgnchs and time
synchronization.

c) Quality-of-service (QoS) requirements. The QoS mlesd by IWSNSs refers to
the accuracy between the data reported to thersidle (the control center)
and what is actually occurring in the industriaVieonment. In addition, it is
important to receive the data at the sink in a tymmeanner. To meet QoS
requirements some principles must be taken intowadc Firstly, in IWSNs, a
one-size-fits-all solution does not exist; insteadstom designs should be
developed based on the application-specific Qo8iregpents and constraints.
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d)

f)

0)

h)

Secondly, time synchronization is fundamenial IWSNs, large numbers of
sensor nodes need to collaborate to perform th&rsgtask, and the collected
data are usually delay-sensitive.

Data redundancy. Because of the high density iméteork topology, sensor
observations are highly correlated in the spaceaitonthus redundancy in the
information that it is sent through the network danvery high. This can be
reduced using data fusion and localized processmstead of sending the raw
data to the sink node directly, sensor nodes cealllofilter the sensed data
and transmit only the processed data, reducingdhenunication overhead.

Packet errors and variable-link capacity. In IWStis, attainable capacity and
delay of each wireless link depends on the interfee level perceived at the
receiver, and high bit error rates are observeztbmmunication. On the other

hand, fault tolerance and reliability should bergméeed. However, the sensed
data are exchanged over the time-varying and ¢mamme wireless medium.

Thus, data verification and correction at each coamation layer and self-

recovery procedures are extremely critical to ptevaccurate results to the
end-user.

Security. The network design must make communinas@afe from external
denial-of-service (DoS) attacks and intrusion, thére are other types of
security attacks. Passive attacks are carried qutedvesdropping on
transmissions including traffic analysis or discias of message contents.
Active attacks consist of modification, fabricatiaand interruption, which in
IWSN cases may include node capturing, routingckstaor flooding. To
prevent these attacks, the network design must emerity mechanisms both
low-level (key establishment and trust control,reeg and authentication,
privacy, robustness to communication DoS, secuémng, resilience to node
capture) and high-level (secure group managemantsion detection, secure
data aggregation). All these security mechanisnosyelrer, must have the
minimum computing overhead.

Large-scale deployment and ad hoc architecture.allysuan IWSN will
contain a large number of sensor nodes randombasdpover the deployment
field. The large number of sensor nodes (from hedslto thousands) requires
a low-cost and small design of such sensor nodes.cbst per sensor is the
total cost of ownership (packaging requirements, difizations,
maintainability, implementation, etc.), and tramiand servicing costs as well.
On the other hand, network infrastructures are liysnanexistent, thus node
connectivity must be maintained autonomously. Atke, dynamic topologies
caused by node failure/mobility/temporary power-doand large-scale node
deployments necessitate self-organizing architestand protocols. Thus,
self-configuration and self-organization are dddgafeatures so that those
changes do not affect the general objective oafi@ication.

Integration with Internet and other networks. Itinsportant to be able to
retrieve useful network information from anywherelat any time. For this
reason, the IWSNs should be remotely accessiblm ftioe Internet. The
current sensor-network platforms use gateways fdegration between
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IWSNs and the Internet. Also, the IWSNs must supgueterogeneous
industrial applications with different requiremenits addition, interoperability
with existing legacy solutions, such as fieldbud &thernet-based systems, is
required. Thus, it is necessary to develop flexdme scalable architectures
that can accommodate the requirements of all tappécations in the same
infrastructure.

2.1 Existing industrial wireless communication standards

2.1.1 ZigBee

ZigBee is a networking standard based on IEEE &02.dadio technology targeted at
industrial control and monitoring (it is designexihterconnect autonomous sensors
and actuators to control units) building and hom®mation, embedded sensing, and
energy system automation. ZigBee is promoted bgrgel consortium of industry
players, including Motorola, Texas Instruments lipsj Samsung, Siemens, Freescale
and others. It proposes a lightweight protocol lstéaking only 32 or 64 Kb
depending on the role of the node) for applicatah&h require low data rates (up to
250 kb/s) and low latency. Power-saving modes amg efficient yielding battery
lifetime from a few months to many years.

ZigBee is based on IEEE 802.15.4-2003 physical (86&/915 MHz or 2.4 GHz)
and MAC layers over which it specifies its netwdaker and the application layer
(Figure 44). The network layer specifies routingl @ecurity mechanisms as well as
those used to join and leave a network. Discovad/raaintenance of routes between
devices is achieved by discovering adjacent neighbad storing relevant neighbor
information. The network topologies can be stage tor mesh. In a star topology, the
network is controlled by one single device calleel ZigBee coordinator. In mesh and
tree topologies, there are ZigBee routers (thatosansed to expand the network), but
the ZigBee coordinator is still responsible forrstey a new network and assigning
addresses to joining devices. In tree networksiers transfer data and control
messages through the network using a hierarchmating strategy. This routing
strategy is a mixed mechanism composed of a simglifersion of ad hoc on-
Demand Distance Vector (AODV) and tree routingmated to extend the coverage of
the network beyond the coverage of each networlkenod
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Figure 44

The ZigBee application layer is composed of apflbca support sub-layers, the
ZigBee device object, and the manufacturer-defireaplication objects. The
application layer is used to:

- Maintain the tables for binding (i.e. for matchitwgp devices together based
on their services and their needs).

- Forwarding application messages between bound e®vic

- Defining the role of the device within the netw@gigBee Coordinator,
Router, or End device).

- Discovering devices on the network, determiningchihapplication services
they provide, initiating and/or responding to bimglrequests, and establishing
a secure relationship between network devices.

The medium access method of ZigBee is based omribheordinated mode of the
IEEE 802.15.4 standard. This mode requires the €egRoordinator to listen

permanently to the channel and, thus, wastes thelic@tor battery. Energy is saved
mostly in the end devices which have a very low @oaonsumption in “doze” mode
(lower than 10 A.), and letting them switch to normal operatingdadn less than

300 s.

Although ZigBee is used for IWSNs, it has some diragks to be considered:

1) Battery autonomy is not enough for wireless semsiworks in application
such as environmental monitoring in large induktfacility. Due to the
uncoordinated mode of medium access, only ZigBew [Bevices can be put
in doze mode. ZigBee Routers and Coordinators medée always awakened
(active mode).
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2) Another limitation of ZigBee is that it does notralitly support device
mobility. AODV only discovers the route on demamdl @he only used QoS is
the instantaneous radio link, thus, route repattase on error. The complete
route-discovery process can take a significant fjupeto 10 s), too much for
industrial applications.

3) ZigBee does not offer support for sink mobilityvulnich data-collector points
travel through the nodes of a wireless sensor n&two

2.1.2 ISA 100

The ISA100 working group is focused on a reliableslgss communication system
for monitoring and control applications, taking teeecial demands of the process
industry into account. Specifically, the focus heréo address performance needs for
periodic monitoring and process control where leienon the order of 100 ms can be
tolerated with optional behavior for shorter latgncThis group is currently working
on a standard (the first release has been apprergdecently) which will lead to an
interconnectivity of wireless solutions for the urstiry automation. Coexistence with
WiFi is also taken into account, and that is readlgpreciated in industrial
environment. This standard, named ISA100.11a, iwveldped by different
organizations and alliances such as the Wireleissinal Network Alliance (WINA),
NCCR-MICS, NSF-Program on Sensors and SeNetworkk H@F. ISA100.11a
Working Group3.

The ISA100.11a is focused to fulfill the followimgquirements:

1) Able to be used in both process-industry applicetiand factory automation.

2) Able to be used in in-plant and near-plant networks

3) Technology to address different traffic class.

4) A single application layer providing both native damunneling protocol
capability for broad usability.

5) The addressing of 2.4 GHz IEEE 802.15.4-2006 physayer devices.

6) A comprehensive coexistence strategy with chanregpimg to support
coexistence (with IEEE 802.11) and increase rdltgbi

7) Simple, flexible, and scalable security addressmgjor industrial threats
leveraging IEEE 802.15.4-2006 security.

8) Field-device meshing and star capability.
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ISA100.11a stack architecture (see Figure 45) hai® fayers than the ZigBee one.
This may impose technical difficulties to implemémé full stack architecture on low
cost hardware. The device-management applicattoneps (DMAP) can directly
access (using service access point) to the DatadLayer, the Network Layer, the
Transport Layer, and the Application Sub-layer ides to manage the device and its
communication services. The DMAP provides a basis building system-
management-configuration application and commuimnanonitoring application.

The network configuration has a series of wirefesdd devices (see Figure 46), some
of them can route messages, and others may notrbatieg capabilities or may not
be configured to use routing capabilities. The oekws attached to a user application
at a gateway. The gateway provides the transitiomflISA100.11a into the users’
application.
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Two main classes of devices are defined in ISA1D4. Field Devices and Backbone
Devices. Field Devices can have, but not necegsaniliting capability. For example,
a handheld device is considered as a non-routeid flevice. Roaming of handheld
device is not supported by ISA100.11a. Backbonacde\e.g. the gateway) are full-
function devices which are continuously poweredenrghas field devices have limited
battery power (without routing capability) or moder power (with routing
capability).

ISA100.11a addresses failed communications ufieguency and slotted-hopping
architecture by adding a MAC Extension Shim to EBEE 802.15.4 MAC. Security
iIs also other important focus of ISA100.11, whiclmodes authentication,
encryption, and authorization servicéfie communications security functionality for
ISA100.11a is primarily transmission security walthorization based on device
identity and configured plant communications relaships. Transmission security is
provided for the MAC sub-layer and for the transpayer:
* MAC security defends against attackers who areideithe system and do not
share system secrets.
» Transport security defends against attackers wb@laeady inside the system
and have co-opted (i.e., Trojans) some devices.

The types of keys supported include both symmetkiegs and non-symmetrical (i.e.
public) keys.
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Network time and time-synchronization informaticr tevices on the network are
provided by the system manager, a particular bawklmtevice, which acts as clock
source. Routing in ISA100.11a is based on graphgyuws directed list of links that
connect devices. The links associated with eachhgesie configured by the system-
management function on a centralized or decenglibasis. A single network
instance may have multiple graphs, some of whicly mzerlap. Each device may
have multiple graphs going through it, even togame neighbors. Each device data-
link layer service has one route associated witlCitrrently, there is no optimized
routing strategy for maximizing the lifetime of liilenetwork.

2.1.3 Wireless HART

Wireles$lART is a wireless mesh network communication protofor process
automation applications. It adds wireless capadslito the HART Protocol while
maintaining compatibility with existing HART devisecommands, and tools.

Wireless HART was added to the overall HART protaote as part of the HART 7
Specification, which was approved by the HART Comination Foundation in June
2007. The HART protocol is a digital-communicati@echnology that is designed for
process measurement and control devices.

EachWireles$HART networkincludes three main elements (see Figure 47)

1. Wireless field devicesconnected to process or plant equipment. This devic
could be a device with WirelessHART built in or existing installed HART-
enabled device with a WirelessHART adapter attatbet

2. Gatewaysenable communication between these devices artchppBcations
connected to a high-speed backbone or other egigi@nt communications
network.

3. A Network Manager is responsible for configuring the network, scHeuy
communication between devices, managing messagdesfoand monitoring
network health. The Network Manager can be integratto the gateway, the
host application, or the process automation caetrol
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The network uses IEEE 802.15.4 compatible radiosraipmg in the 2.4GHz

Industrial, Scientific, and Medical radio band. Ttelios employ direct-sequence
spread spectrum technology and channel hoppingdarmunication security and
reliability, as well as TDMA synchronized, latencgntrolled communications

between devices on the network. This technologyless proven in field trials and
real plant installations across a broad range @égss control industries.

Each device in the mesh network can serve as @&rrdat messages from other
devices. In other words, a device doesn't havetontunicate directly to a gateway,
but just forward its message to the next closegicde This extends the range of the
network and provides redundant communication rotté@screase reliability.

The Network Manager determines the redundant routes based on lateffcyency
and reliability. To ensure that the redundant reutemain open and unobstructed,
messages continuously alternate between the redupdths. Consequently, like the
Internet, if a message is unable to reach its miEsbn by one path, it is automatically
re-routed to follow a known-good, redundant patthwio loss of data.

The mesh design also makes easy adding or moviigede As long as a device is
within range of others in the network, it can conmicate.

For flexibility purposes and to meet different apalion requirements, the
Wireles$lART standard supports multiple messaging modesudinty one-way
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publishing of process and control values, spontasewmtification by exception, ad-
hoc request/response, and auto-segmented blockfdrarof large data sets. These
capabilities allow communications to be tailoredapplication requirements thereby
reducing power usage and overhead.

The components of th&/ireles$1ART technology are:

A Gateway provides the connection to the host network. WegtART and
then the main host interfaces such as Modbus -t Ethernet. The
Gateway also provides the network manager and iseamanager (these
functions can also exist at the host level — howavgally they will be in the
gateway).

The Network managerbuilds and maintains the MESH network. It ideesfi
the best paths and manages distribution of slo¢ @ocess (WirelessHART
divides each second into 10msec slots) Slot aateyssnds upon the required
process value refresh rate and other access (akgyarting — configuration
changes)

The Security manager manages and distributes security encryption kiys.
also holds the list of authorized devices to jbi@ hetwork.

The Process includes measuring devices - the HART-enabled
instrumentation.

A Repeateris a device which routes WirelessHART messagesriayt have
no process connection of its own. Its main use didel to extend the range of
a WirelessHART network or help “go around” an exigtor new obstacle
(New process vessel). All instruments in a WirdteSRT network have
routing capability which simplifies planning andptementation of a wireless
network.

The Adapter is a device which plugs into an existing HART-eedb
instrument to pass the instrument data through eeld&sHART network to
the host. The adapter could be located anywhergdlee instrument 4-20mA
cable; it could be battery powered or obtain itsv@ofrom the 4-20Ma cable.
Some adapters will be battery powered and useame $attery to power the
instrument as well — in this case there will be4aBOmA signal to the host —
all process data will be reported Waireles$1ART

A Handheld Terminal: There are two versions: In the first one, thedatd
will be a standard HART FSK configuration unit (j@sld new device DDs or
DOF files), just like the one used for everydayksasuch as routine
maintenance and calibration checks. In the casevigdfless support, the
handheld is used to join a new instrument to arstiexg Wireles$1ART
network. In the second case the handheld Hasreles$1ART connection to
the gateway and then down to an instrument andddeeilused for reading PV
or diagnostics.

Security in Wireles$lART is kept by using a multi-key architecture hhsen
industry-standard, AES-128 block ciphers with syrtrioéeys: Separate join key per
device.

Network key to authenticate Data-Link PDUS.

Session keys encipher network payloads ensuringate;i un-molested
communication between end-point devices.
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Key management is delegated to the user and mag banple or complex as
required by plant policy.

Only trusted devices are allowed to join the nelwor

Trusted device identified by Join key and standdART Identity data (i.e.,
Manufacturer ID, Device Type, Device ID, Tag, etc.)

Wireles$lART is much more focused to industrial control leggiions than ZigBee,
but has some weak points like the fact that it doasspecify any energy-awaael
hocrouting strategy in its network layer.

2.2 Operating systems

When designing an operating system for IWSNs ieasy important to balance the
tradeoff between energy and QoS requirements.isnrédgard, TinyOS is one of the
earliest operating systems dedicated to tiny semsdes. Originally developed by the
University of California, Berkeley and Intel at tlhheginning of the decade, it has
since become the most popular operating systenwi@less sensor networks. Its
open-source nature and large user-base make dletfi@cto standard for this class of
devices.

It incorporates a component-based architecturectwhiinimize the code size and
provides a flexible platform for implementing neanemunication protocols. It fits in
178 KB of memory and supports communication, magking, and code modularity.
In the following the main aspects of TinyOS will leviewed. Most data will be for
versions 1.x, as they are the most extended in agial sensor platforms as those
from Crossbow. Some details about the new 2.x eesswill also be given.

2.2.1 TinyOS 1.x

TinyOS [27,28,29,30] is one of the first executemvironments specifically designed
to meet the requirements of resource-constrainegntedriven and networked
embedded systems. It is one of the most popularatpg system for wireless sensor
networks and it is used by commercial brands likes€bow and Moteiv (now
Sentilla), and also by research platforms like Bdendts open-source nature and its
large user-base make it the de facto standardhi®rctass of devices.

One of the main characteristics of TinyOS is the as component modularization.
The functionality of the traditional monolithic dhkaction layers is broken-up in
smaller, self-contained building blocks that intgravith each other via clearly
defined interfaces. This preserves the modulartyhe applications and promotes
reuse of code. The interactions between the bgjlbiocks are not only of up/down
nature, they also resemble a graph. In this wayencomplex relationships can be
modeled. This component paradigm fits very welthe event-driven nature and the
constrained resources of an IWSN. The applicatemesthen composed by wiring
together the necessary building blocks.
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Another important aspect that defines the appbeatiorganization is the concurrency
model. It must allow the asynchronous and eventedriype of exchange that occurs
not only in communications but also in the applmas as they are usually triggered
by some sensed event. Also, the operating systest take into account the limited

hardware resources. The TinyOS solution offers levels of concurrency: tasks and
events. Tasks have deferred computation and sHmldsed whenever the timing
requirements for the computation are not strictm@onents can post a task, after
which the execution immediately returns. Howevére tctual execution can be
delayed until it is attended by the task sched@hnich runs with a FIFO task

scheduling policy). Tasks run to completion anchdopreempt each other in order to
keep the overhead of context-switching at a minimurhis implies that they must be
short to get low task execution latencies. Furtleeanevents also run to completion,
but can preempt the execution of tasks and/or othvents. Events can represent
hardware interrupts, or be used to signalize tmeptetion of a split-phase operation.

As TinyOS is non-preemptive, blocking operatiors ot supported and long-latency
operations have to be realized in a split-phashkidas by separating the operation-
request and the signaling of the completion. Antliequests the execution of an
operation using a command handler in the servez.sBinver signals the completion of
the operation by calling an event handler in thent! In this way, each component
involved in the interaction is responsible for implenting part of the split-phase
operation.

The simple concurrency model of TinyOS has the fiené keeping the overhead

significantly lower than in the traditional threbdsed approaches. However, typical
programming errors occurring in concurrent systemetuding deadlocks and data-
races are not avoided. These errors can be fath IWSN where there can be no
human-operator in the control-loop mitigating acfo The preferred programming
language of TinyOS, NesC [26], imposes severaliotisins to reduce the chance of
introducing complex bugs. For example, it does sopport dynamic memory

allocation or function pointers. Consequently, tadl-graph of NesC programs is
fully known at compile-time, allowing NesC to pemio whole-program analysis for

safety and performance optimization, avoiding alnadigpotential data-races.

TinyOS has been designed to allow some softwaregpooents to be replaced with
real hardware modules (that export the same imtesjaand vice versa. The core
component categories involved in abstracting thepstted hardware platforms in
TinyOS 1.x are:

Micro Controller Unit core: The NesC/C programming language hides most
of the differences between the controller core itectures. The standard C
library creates the necessary start-up code faalization of global variables,
the stack pointer and the interrupt vector table.

Pins: Using macros it is possible to set and clearpit®® as well as changing
the direction and function.

Clocks and timers: The top-level timer service in TinyOS 1.x, expdrigy
the TimerM component, provides timed periodic ame-ehot millisecond-
resolution events, multiplexed from a single handtamer compare register.
Analog-to-digital converters and sensorsin the early versions of TinyOS
1.x there were only commands for triggering a gngl repeated conversion
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from one input channel. This has been rectifiechwite new abstractions
introduced in later versions and thus it is posstblreconfigure the hardware
for each sampling command.

Data buses:TinyOS provides abstraction for several standata thuses like
SPI/USART, UART, 1C, 1-Wire, etc. The abstraction is usually orgamiire
two paths, one for data and the other for conffble data interface allows
sending and receiving bytes via the registers efrticular data-bus module.
The control path allows enabling or disabling saomponents or parameters
like the clock source, generation of interruptsydaate, etc.,

External storageThe secondary memory is interfaced to the micrdrodar
using one of the data buses. It is possible tosact®a single memory cell or
using more complex abstractions read or write entiocks.

Radios: The component organization of the radio chip abstvas mainly
depends on the particular data interface thatabdersupports. The basic data
unit (bit, byte or packet) is usually directly exed by the lowest level
components. The control of the radio is performsthg a combination of
hardware pins and control registers that are aedessing the data bus
abstractions.

Finally, the networking services of TinyOS 1.x wile briefly reviewed in the
following paragraph. They are mainly representecédttive messages, which consists
of a small identifier that is attached to each rages specifying the action that needs
to be taken on the receive side. They are sinoldingé port concept in a TCP/IP stack.
The lower parts of the networking stack are gehemicapsulated in an abstraction
called GenericComm that provides single hop unieast broadcast service. The
basic multi-hop communication pattern supportedTinyOS is the reverse-tree
routing. A single node is selected to act as a rmate. Each node in the network
selects a parent node that is used for forwardmegmessages back to the root and
maintains its depth in the tree in the form of @4oount to the root. The tree-routing
protocols can differ in the way that this structige€onstructed and used. In the early
versions of TinyOS, the approach to build the ks active, issuing periodic floods
from the root to maintain the topology. Newer vens rely on snooping the
forwarded messages between the nodes and theintparkhis is used to create
candidate-parent tables from which a new parenteaselected when the connection
with the current one is broken or does not satigfyedetermined quality metric.

2.2.2 TinyOS 2.x

The second generation of the mote operating syktsps many of the basic ideas of
its predecessor while pushing the design in keysalike greater portability and
improved robustness and reliability [33]. In thddwing a brief revision of the major
changes introduced in the newer versions is predent

Portability has been enhanced by introducing aethager Hardware Abstraction
Architecture. The lower layer is the Hardware Pnéstton Layer that provides access
to basic resources such as registers, interrupdspams. The middle layer is the
Hardware Abstraction Layer which provides usefidtedctions of the full capabilities
of the underlying hardware. The top layer is theddare Independent Layer which,
as its name suggests, is composed by hardwareendept abstractions that can be
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easily ported among different hardware platformsoAdue to the fact that wireless
sensors are usually built from standard chips, @®y2.0 introduces the concept of
“abstract” chips to allow reuse of subsystems gmoading to these chips across
different platforms. Portability is also improvedth the newer versions of the NesC
language, which introduce the notion of networketyh the language level: programs
can declare “structs” and primitive types thatdalla cross-platform (1-byte aligned,
big-endian) layout and encoding. This allows sewido specify cross-platform

packet formats.

Reliability and robustness have also been impranddnyOS 2.x by redefining some
of the basic TinyOS abstractions and policies saghnitialization, the task queue,
resource arbitration and power management. In T8®, every task has its own
reserved slot in the queue and can be posted ardg. olhe new semantics lead to
greatly simplified code (no need for task repostmgy error) and more robust
components.

The static nature of TinyOS 1.x has been furthereased in the newer versions.
Components allocate all of the state they mighsipbg need; and all invariants are

explicitly reflected by the components and theterfaces, rather than being checked
at runtime. The idea behind this is to make théesyanore deterministic, even when

this leads to a loss of flexibility. Other thingave been improved, such as the timer
system, the active messages, the sensor and s&ick, and also new default

dissemination and collection protocols have beeluded.

2.3 Hardware platforms examples

In this section, three examples of hardware platfowill be described. The first one
is a very flexible mote that can work with diffetgorotocols networks (802.15.4,
ZigBee Pro or RF) or connected directly to the imé¢ with a GSM/GPRS modem. It
is based on a low power microcontroller with linditeomputing capabilities but the
flexibility and ease of programming makes it diffiet from the competitors. Another
different example is a mote with a more rigid natewoonfiguration but with a more

powerful microprocessor that can run not only camptontrol algorithms but also
image processing applications. The third examptmes of the few platforms that are
focused on WirelessHART. In this case the motemdibhave the usual array of
available sensors; instead they are intended teiggowireless capability to HART

compliant sensors.

2.3.1 Waspmote by Libelium

Waspmote (see figure 51) is based on a modulaitectiire. The idea is to integrate
only the modules needed in each device. These m®dchn be changed and
expanded according to needs. The modules availablategration in Waspmote are
categorised in:

ZigBee:/802.15.4 modules (2.4GHz, 868MHz, 900MHkpw and high

power.

GSM/GPRS Module (Quadband: 850MHz/900MHz/1800MHAEHZ).
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GPS Module.
Sensor Modules (Sensor boards).
Storage Module: SD Memory Card

The Waspmote is based on the Atmel ATMegal281 mdsrwoller running at 8
Mhz, with 128 Kb of flash RAM. This microcontrollés often used in motes and it is
supported by TinyOS. It has an accelerometer amgpaeature on-board sensors, and
different sensor boards can be added:
Gases Board Carbon Monoxide, Carbon Dioxide, Methane, Oxygen,
Hydrogen, Ammonia, Isobutane, Ethanol, Toluene,ridgdn Sulphide,
Nitrogen Dioxide, atmospheric pressure, humiditgt smperature.
Event Detection Board pressure, weight, curvature, stretch, vibration,
impact, inclination, temperature, liquid level Hig PIR, Hall effect and
presence of liquid.

Besides that sensor boards, a prototype sensod imawailable to fit directly to the
mote any sensor. Waspmote has also different iopigut connections:
-7 analog inputs (10 bit A/D converter).

8 digital input/output.

1 PWM output (8 bit).

1 12C socket

2 UART.

1 USB.

The communication options in Waspmote are base80#15.4/ZigBee protocols,
and different modules with different ranges carablded (see table 2). A GSM/GPRS
modem from Sagem can also be added.
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A very interesting option is that a SD Card of op2t Gb. can be used to store data
from sensors, etc., or to load previously saved.dete file format is FAT16, so it is
readable/writable in a conventional PC.

All the previous options can be plugged to the radibard of the Waspmotes (see
figure 52).

Model Protocol Frequency | txPower [ Sensitivity Range *
XBee-802.15.4 802.15.4 2.4GHz TmW -92dB 500m
XBee-802.15.4-Pro | 802.15.4 2.4GHz 100mW -100dBm 7000m
XBee-ZB ZigBee-Pro | 2.4GHz 2mwW -96dBm 500m
XBee-ZB-Pro ZigBee-Pro | 2.4GHz 50mW -102dBm 7000m
XBee-868 RF 868MHz 315mW -112dBm 40km
XBee-900 RF 900MHz 50mW -100dBm 10km
XBee-XSC RF 900MHz 100mW -106dBm 24km
*Line of sight and 5dBi dipole antenna
Table 2

Microprocessor GPRS Socket Accelerometer 12C - UART Socket

XBee Sockets

ot S 11117119
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0 T Battery Socket
£ 2
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30 3
Crystal Oscillator RSSI| Leds
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Reset Button
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Switch
ON/OFF

Solar Socket Leds USB Power Led

Figure 52

The power in Waspmotes comes from a 1900 mAh hthionattery that can be charged
using the USB connector or from a small solar phaltaic panel (rigid: 12 V/ 200
mA or flexible: 7V/100 mA). Power management in &fgimote is quite flexible with
four different operating modes (On, Sleep, Deepgsknd Hibernate).
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The interface between the sensor network and tieeniet is made through a PC USB
gateway or by means of a powerful and flexible @outamed Meshlium. Meshlium

uses 5 different interfaces to connect to devivés-i, ZigBee, Bluetooth, GPRS and

Ethernet. It is based on open source technologiasx) and it can store up to 32 Gb
of data in internal databases (MySQL and Postgi2ada can also be published in
Web 2.0 systems.

2.3.2 Crossbhow Imote2

The Imote2 (see figure 53) is an advanced wireless sensce ptatform. It is built
around the low-power PXA271 XScale processor amelgnates ar802.15.4 radio
(CC2420) with a built-in 2.4GHz antennBhe design is modular and stackable with
interface connectors for expansion boards on duthtdp and bottom sides. The top
connectors provide a standard set of I/O signatsbfsic expansion boards. The
bottom connectors provide additional high-speee@rfates for application specific
I/0. A battery board supplying system power carcdrenected to either side.

Figure 53

The Imote2 is based on the Intel PXA271 CPU. Thec@ssor can operate in a low
voltage (0.85V), low frequency (13MHz) mode, hera®abling very low power
operation. The frequency can be scaled from 13M&izZ116MHz with Dynamic
Voltage Scaling. This increases the computing pdeex level much higher than the
Waspmote, but at the cost of a much larger powguirements. If this is not a
problem, then this mote is a much better alteredtiv complex control algorithms.

The processor has a number of different low powedas such as sleep and deep
sleep. The PXA271 is a multi-chip module that ines three chips in a single
package, the CPU with 256kB SRAM, 32MB SDRAM andv® of FLASH
memory. It integrates many I/O options making itremely flexible in supporting
different sensors, A/Ds, radios, etc. These I/Quies include 12C, 2 Synchronous
Serial Ports (SPI) one of which is dedicated tce thdio, 3 high speed UARTS,
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GPIOs, SDIO, USB client and host, AC97 and I12S autbdec interfaces, a fast
infrared port, PWM, a Camera Interface and a higeed bus (Mobile Scaleable
Link). Note that being a much more powerful prooessot only complex control

algorithms can be implemented in real time, bub alther applications based on
image processing could be implemented.

The processor also supports numerous timers alsaseh real time clock. The
PXA271 includes a wireless MMX coprocessor to aa@e multimedia operations.
It adds 30 new media processor (DSP) instructisapport for alignment and video
operations and compatibility with Intel MMX and S8&eger instructions.

The Imote2 uses the CC2420 IEEE 802.15.4 radiosteimer from Texas
Instruments. The CC2420 supports a 250kb/s data wéth 16 channels in the
2.4GHz band. The Imote2 platform integrates a 2.2Gttface mount antenna which
provides a nominal range of about 30 meters. Faogdo range a SMA connector can
be soldered directly to the board to connect texaarnal antenna.

The power needs of Imote2 can be satisfied usiffigreint configurations:
Primary Battery: This is typically accomplished by attaching a Chusg
Imote2 Battery Board to either the basic or advdremnnectors.
Rechargeable Battery: This requires a specially configured battery board
attached to either the basic or advanced connedibesimote2 has a built-in
charger for Li-lon or Li- Poly batteries.
USB: The Imote2 can be powered via the on-board mini&Bltonnector.
This mode can also be used to charge an attacliedyba
Battery Pads: A suitable primary battery or other power source ¢z
connected via a dedicated set of solder pads olmibie2 board.

Imote2 is based on TinyOS 1.x, and it is suppoletloteWorks, the free-download
software platform of Crossbow. This software platioenables the creation of
wireless sensor networks. A Moteworks wireless netvdeployment is composed of
the three distinct software tiers:

1. TheMote Tier, whereXMeshresides, is the software that runs on the cloud of
sensor nodes forming a mesh network. T™ddesh software provides the
networking algorithms required to form a reliablenmenunication backbone
that connects all the nodes within the mesh cloutie server.

2. TheServer Tier is an always-on facility that handles translatiod &uffering
of data coming from the wireless network and presithe bridge between the
wireless Motes and the internet clien¥Serveand XOtap are server tier
applications that can run on a PC or Stargate.

3. The Client Tier provides the user visualization software and gregdhi
interface for managing the network. Crossbow presiftee client software
called MoteView but XMeshcan be interfaced to custom client software as
well.

MoteWorks is provided with a set of software depet@nt tools for custom Mote
applications, including custom sensor board driveensor signal conditioning and
processing and message handlers. MoteWorks incladlegptimized cross-compiler
for the target mote platform and an advanced editor TinyOS application
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development. MoteWorks automatically installs amhfigures these development
tools for quick set-up and rapid start of developtme

2.3.3 SMARTMESH IA-510 WirelessHART

Dust Network SmartMesh IA-510 is one of the few trédéssHART-compatible

sensor networks. The SmartMesh 1A-510 system ffetustrial automation vendors
an Intelligent Networking Platform that deliversndynic network optimization and
intelligent routing to achieve the carrier clasdadeeliability, lower latency and

deterministic power management required for thesighl automation

market. The SmartMesh 1A-510 system consists ofRfNE511 embedded network
manager and two mote form factors: the DN2510 Mwteézhip and the M2510 RF-
certified mote module.

The M2510 (see figure 54) is tailored for use irtdrg-powered and energy-
scavenging wireless devices, and is engineereagdplications that demand proven
performance and scalability. It has an IEEE 802-cempliant design and integrated
long-range signal amplification, so that it hasexatle of battery life on two AA
batteries. Mote current consumption is configuraldeabling power scavenging
technologies (e.g. 4-20mA loop scavenging, soldisiceand it also has battery
metering capability. Additionally, all motes cannfition as both battery-powered
routers and nodes, enabling a full mesh topology pnovides more redundant routes
and higher network performanc&he network-ready module integrates all radio
circuitry components, including an MMCX-type antanoonnector. The DN2510
Mote-on-Chipintegrates most of the functions of the M2540an easy-to-integrate
12 mm x 12 mm System-in-Package (SiP) (see figh)e 5

Figure 55
Figure 54

The other component of the SMARTMESH IA-510 sysisrthePM2511 embedded
network manager (see figure 56The PM2511 is tailored for use in line powered
WirelessHART gateways and controllers, and enatilesdevelopment of wireless
sensor networks. The embedded network managersoffecomprehensive API to
deliver rich and flexible functionality without cqtex coding. This API also provides
full visibility and control over network configuiian, security administration, network
status and performance statistics.
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Figure 56
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3 Long-distance Communication Systems

One of the features of a distributed control sysigthat it is possible for some of the
stations to be placed at remote locations, far fleanh other, where cable based
communication is not possible. In this case, tlaeeseveral communication systems
that can be chosen to transmit the signals fromréneote stations to the control
centre, depending on the geographical distributtbrstations, the costs and the
amount of data.

The third application of WP7, Watering Channels,ars example of this kind of
distributed system, where real time data colletigthe sensors that are connected to
the remote stations has to be sent to the cordrule.

In this section, the following communication systerare described, and their
advantages and disadvantages are summarized:

Analogical PMR
Analogical Trunking
Digital Radio Links
Digital Trunking: TETRA
GSM/GPRS

UMTS

Satellite-VSAT

ADSL

Wimax

© 0 N o o bk wWDdRE

In Figure 48, these technologies have been clads#ccording to three parameters:
velocity, mobility and application.
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Figure 48

3.1 Analogical PMR

The most relevant characteristics of a communinatigstem based on analogical
PMR are:

Analogical private radiotelephony systems, usedliticmally for multiple
applications, are normally open systems, and tlay use free or licensed
frequencies

Initially these systems were mono-canal and mowation, and have
developed to multi-canal and multi-location netwsork

To broaden the coverage range, some relay mastsade made up of one or
more radio stations with the possibility of inteno@ction

Own infrastructure
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Advantages Disadvantages
Simplicity Proprietary protocols
Low cost Limited bandwidth
Analogical |Independence from exterr LN
L ot safe
PMR communication operators
Oriented to voice services

3.2 Analogical Trunking

Main topics of this technology:

This technology is designed essentially for voioexmunication.
Private access.

Analogical trunking is an access technology thagdsea “main” transport
network that provides interconnection.

Coverage is provided by the base stations, uslatigted beside the main
transport network. These base stations receivefdatathis transport network
and send it to the control points and vice versa

Advantages Disadvantages
Communications in a wid
area

%riented to voice services

A process of frequencies
assignment is necessary
Independence from externalow rate of data

High availability

. communication operators | transmission (< 1200 bps)
Analogical Hiah flexibilit L ral offic
Trunking igh flexibility ow spectral efficiency
Non-existing main
Standardized and testsztbmmunication network.
systems High engineering and

infrastructure costs

Good coverage in extensi

Ve. .
. I?hgh maintenance costs
areas around base stations

Page 61/74




| HD-MPC ICT-223854 Report on results of hardware and software a  nalysis I

3.3 Digital radio Links

This system is based on a high capacity networkraufio links (transport
infrastructure). To access the control points, la@ohetwork of radio links with less
capacity (connected to the main network) is used.

All the infrastructure belongs to the user, exgegthaps at some points where it is
impossible to install personal infrastructure anaiais to be shared with others.

Radio links use digital transport technology suchP®H (Plesiocronus Digital
Hierarchy) orSDH (Synchronous Digital Hierarchy), establishing tey to canalize
data through the link, and the way to extract arseit the flow of data. This kind of
link can work between 4GHz and 13GHz, with digiédficient modulations like
128QAM (Quadrature Amplitude Modulation).

The corresponding schema is shown in Figure 49

Access
Metwiorlk 1

Main
Metwork

ACcesy

Metwiork n

Figure 49

Page 62/74




HD-MPC ICT-223854 Report on results of hardware and software a  nalysis I

Advantages Disadvantages
Very wide bandwidth, thaDirect visibility (point to
integrates voice and data (gmbint) between main radjo

high speed video) links is required
A process of frequencies
Very high availability assignment and licenses|is
Digital Radio Links niecessary :
Non-existing main

Independence from externabmmunication network
communication operators | High engineering an
infrastructure costs

o7

Scalability if well planned High maintenance costs

3.4 Digital Trunking: TETRA

This system (Figure 50) is based on a cellular se¢echnology but with private

features. It would be an own network. It has treadvantage that it is not a solution
by itself, but needs a main transport network tpaivides interconnection (for

example, a radio link network).

This radio link network manages the traffic in tetwork. Coverage is provided by
the base stations, usually located beside the rmamsport network. These base
stations receive data from this transport netwart send it to the control points and
vice versa.

The functioning of this technology is based ®®MA (Time Division Multiple
Access). Thanks to this, all equipment near a Btstéon shares the same frequency
couple, one to receive and the other to transnaitadcess simultaneously, the signal
is divided into 4 different temporal slots, thesfiof them is used to control the link
(call establishment, small messages ...), and thecess be used for voice or data,
depending on the user’s needs. If 3+1 channels@arenough in a certain place, the
standard takes into account the addition of chanfsellability).
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Figure 50

Radio link
TETRA station
Radio link + TETRA station

Advantages

Disadvantages

High transmission speed

Oriented to voice service

Optimization of radioelectri
spectrum: 4 channels each
kHz

C :
55 process of frequencig

assignment is needed

2S

communication operators

Independence from exterra'\l

on-existing network. Hig
engineering an

infrastructure costs

o2

Transmission of voice ar

Digital Trunking: |data (and slow video)

‘Ij-ligh maintenance costs

TETRA Very high flexibility,

scalability and availability

Design and implementatig
of a transport back-bone (i
digital radio links)

e.

Provides voice services
mobile and portabl
equipment located in an ar
next to the network

to
e
ea

Standardized and test

ed

systems
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3.5 GSM/GPRS

In general, this technology is based on the useetlf phone networks and data
belonging to an external operator (Figure 51). Txternal network is used only for
exploitation needs. Some of the main features are:

- Specific modems (appropriate for each networknaeded. If necessary,
connections are established point to point

- These modems include standard connection interfafdeslustry (RS232 and
Ethernet) for communication among data equipmaméte terminal units,
PCs, ...)

- GPRS uses GSM infrastructure

- Data transmission speed via GPRS goes from 56d¢litb 114 Kbit/sec

-  GPRS supports SMS, MMS, WAP, text and TCP/IP data

o]
Mobile
Remote C:{Modemlﬁ
Operator cj Mobile
Remot Mobile Cj Network Modem - CPD|
emote Modem

Mobile Q
Remote C:{Modem}

o o o

GSM i GPRS

Figure 51

Advantages Disadvantages
Possibility of delays in the
delivery of information

Internet access

Efficient use of radio-electri
spectrum

All infrastructure exists andt depends on an external
belongs to external operatoroperator
Transmission of voice ar
data (and slow video)

Very high flexibility. | GPRS doesn't have coverage

No storage mechanisms

GSM / GPRS
‘Ij\larrow bandwidth

Scalability where GPS does
No problems of frequengy
assignment
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3.6 UMTS

This technology is based on the use of cell phatevarks and data belonging to an
external operator. Specific modems (appropriateemrh network) are needed. Data
are transmitted in a ‘burst’ way, that is, it ismecessary a call establishment to
transmit data, it is always connected.

Advantages

Disadvantages

UMTS

Higher transmission speed thdbependency on

GSM / GPRS

an
operator

externmal

More capacity than GPRS 7
(Mbit/sec)

UMTS doesn't have coverage

®here GPRS/GPS does.
necessary to install

infrastructure to provide covera

t's
new
je

Internet access

All
belongs to external operators

infrastructure exists and

Very high flexibility and
scalability

A process of
assignment is not necessary

frequencies

Voice  transmission  (hig
guality) and data and video

=y
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3.7 Satellite links

Satellite based Internet connections are indepénafenontrol software type, thus
everything in this section can be applied to angtmd system. Some aspects and
features to be taken into account are:

Different Satellite links are offered for differekinds of users:

o

o

o

Individual user: lowest priority, lowest quality @kervice guarantee,
more expensive for higher bandwidth.

Small and medium business and industry: bettericerand less
expensive for higher bandwidth. Virtual Private Metks can be used.
Large corporations, municipalities, government,itamy users: best
guality of service guarantee. Some service prosidpecialize in these
kinds of users.

Coverage: Worldwide coverage cannot be guarantegdjust one satellite.
Some providers cannot use enough satellites to wifeldwide coverage.
Bandwidth and quality of service offer.

Cost:

o

o

Installation: depending on the satellite and theggaphical location,
the satellite dish may be larger and the equipmee expensive. In
most cases VSAT dishes with a diameter of up to r.5vill be
enough.

Use and maintenance: cost is variable dependingthen service
provider, bandwidth and guaranteed quality of sevi

Types of satellite links:

o

o

Unidirectional: There is an emitter and severaéptars (conventional
TV Satellite dishes).

Hybrid Bidirectional: The download is through aedbite link, but
outgoing traffic goes over a different connectidee la modem over a
phone link. This is used only when the outgoingfitras very small.
Bidirectional: This is the best type for distribdteontrol systems and
uses the satellite link for both incoming and oingaraffic. Usually
the transmission and reception speeds are diffef@aaymmetric
speeds) and can support virtual private networks.
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Advantages

Disadvantages

Satellite

Very high flexibility and scalability

Dependence on an exter
operator and high renting costs

hal

Very low maintenance costs affkoblems of prioritization if th

engineering costs

bandwidth is saturated

No problems of poor coverage

High latencies (ardl®@D ms)

All infrastructure exists and belon
to external operators

gdigh cost of equipment for ng
critical control points

n

It requires little infrastructurg

because: - there are no radio links 'or

|Voice services to mobile ar
[portable equipment located in

area near to the network is 1
relay masts .
provided
A process of frequency assignment is
not necessary
Transmission of voice, data and

video

nd
an
ot

3.7.1 Some examples of satellite links and service providers

Mobile access with BGAN (Broadband Global Area Netwrk): This is a network
suited to mobile and temporal applications. Itasdd on INMARSAT satellites, and
there are different service providers that allow fmnnection to BGAN. The
bandwidth is limited to 0.5 Mbps (but only 0.25 Mbare guaranteed). Furthermore,
the BGAN antenna is flat and very small (see Fidgie

af

|-4 satellite F1

Figure 52

|-4 satellite F2 L—# s?teljite F3
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A great advantage of BGAN is its worldwide coverggge Figure 52). Voice over the
satellite link is also supported. However it canvieey expensive (up to 6450 Euros
monthly for 2000 Mb of traffic).

Access using a fixed VSAT satellite dishVSAT dishes are quite small (diameter up
to 2.5 meters, see Figure 53) and offer accessifferaht service providers.
Bandwidth is usually between 2 and 4 Mbps, butdfier depends on which service
provider is chosen.

Figure 53

Nowadays, the user can choose from different semroviders. SatConxion uses the
Eutelsat satellite and offers 2/1 Mbps at 722 € tlmgn There are service providers
specializing in large users like Tachyon with asdesm Europe, the Middle East and
the Americas and up to 8 Mbps with a guaranteeenfise quality. Another example
is PCCW GLOBAL, with 4 Mbps and guaranteed quatifyservice. It uses different
satellites and transmission bands to offer acae&sirope, Africa, Asia and Oceania
(see Figure 54).

’:n
e F ke
Tl |0
T-10C Band T - 18 Ku Band NSS-6 Ku Band NSS-6 Ku Band
Middle East Beam SE Asia Beam

Figure 54
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3.8 ADSL

The main features are:

Asymmetric digital client line technology

Cable communication technology, which uses the cotadch telephone
network

Signals are treated digitally, getting high trarssion speed and using all the
available capacity

The treatment of voice and data is different (uslivgsors)

Advantages Disadvantages
Very efficient use of radioDependence on an external operator.
electric spectrum Renting costs

Voice services to mobile and portable
Very low maintenance costs |equipment located in an area near to|the
network are not provided
ADSL High speed ADSL is not worldwide
High transmission speed |of
audio and video
Plug and play: easy to install
and integrate
Internet access

3.9 Wi-max

This technology is characterized by:

Medium-range broadband Wireless technology (maximnkm), that uses
the 5.4 GHz band.

Technology OFDM is used (Orthogonal Frequency owisMultiplex).
Thanks to this, it is possible to reach 15 km, ngkadvantage of signal
rebounds

It is possible to reach 50 Mbps

Two possibilities of configuration: point to poiahd point to multipoint. In
the last option a central node provides coveradbkdaest of the points, which
use this main node to communicate with the rest

If necessary some intermediate relay masts carséa u
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Advantages

Disadvantages

Wi-max

High transmission speed a
wide bandwidth

r]gligh initial investment

Good coverage

Direct sight between

necessary

points |is

Independence  from  exterrn
communication operators, lon
range

?Elis not useful if distances are greater
%han 15 km

Quick installation

Very high flexibility and
scalability

Low maintenance, engineering

and infrastructure costs
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